GENERAL NOTES

1 4T SHALL BE THE CONTRACTOR'S RESPONSIBILITY TO VERIFY ALL EXISTING FIELD DIMENSIONS AND CONDITIONS
PRIOR TO CONSTRUCTION AND ORDERING MATERIALS.

2 WHERE SECTION OR SUBSECTION MONUMENT S ARE ENCOUNTERED, THE ENGINEER SHALL BE NOTIFIED BEFORE
SUCH MONUMENT S ARE REMOVED. THE CONTRACTOR SHALL PROTECT AND CAREFULLYPRESERVE ALL
MONUMENTS UNTIL AN AUTHORIZED SURVEYOR OR AGENT HAS WITNESSED OR OTHERWISE REFERENCED THEIR
LOCATION. THE CONTRACTOR SHALL BE RESPONSIBLE FOR HAYING AN AUTHORIZED SURVEYOR REESTABLISH ANY
SECTION OR SUBSECTION MONUMERT 8 DESTROYED BYHIS OPERATIONS,

3 ANYREFERENCE TO ASTANDARD IN THESE PLANS SHALL BE INTERPRET ED TO MEAN THE EDITION AS INDICATED
8Y THE SUBNUMBER LISTED ON THE INDEX OF SHEETS OR THE COPYOF THE STANDARD INCLUDED IN THE PLANS.

4 PLAN DIMENSIONS AND DETALS RELATIVE TO THE EXISTING STRUCTURE HAVE BEEN TAKEN FROM EXISTING PLANS
AND ARE SUBJECT TO NORMAL CONSTRUCTION VARIATIONS. IT SHALL BE THE CONTRACTOR'S RESPONSIBLITY
TOVERIFY SUCH DIMENSIONS AND DETAILS N THE FIELD AND MAKE NECESSARY APPROVED ADJUSTMENT S PRIOR
TO CONSTRUCTION OR ORDERING OF MATERIALS. SUCH VARIATIONS SHALL NOT BE ACAUSE FOR ADDITIONAL
COMPENSATION FOR ACHANGE W THE SCOPE OF WORK, THE CONTRACTOR, HOWEVER, Wikt BEPADFOR
THE ACTUAL QUANTITY FURNISHED AT THE UNIT PRICE FOR THE WORK. CONSTRUCTION PLANS ARE AVAILABLE
FOR REVIEW AT THE RISTRICT 9 OFFICE.

5 THE THICKNESS OF HOT MIX ASPHALT MIXTURE SHOWN ON THE PLANS 15 THE NOMINAL THICKNESS, DEVIATIONS
FROM THE NOMINAL THICKNESS WiLL BE PERMITTED WHEN SUCH DEVIATIONS CCCUR DUE TO IRREGULARITIES
N THE EXISTING SURFACE OR BASE ON WHICH THE HOT MIX ASPHALT MIXTURE I8 PLACED.

6 ALL OBSTRUCTIONS WHICH ARE WITHiN THE CLEAR ZONE SHOWN ON THE TYPICA. SECTION AND
ARE NOT SHIELDED BY THE PROPOSED GUARDRAL SHALL BE REMOVED BETWEEN
STATION 757+00 AN STATION 764400, TYPICAL OBSTRUCTIONS ARE HEADWALLS, FOUNDATIONS,

ETC. WHICH PROJECT 100 mm {4 IN

.} OR MORE ABOVE THE GROUND LINE; AND TREES WHICH WILL

MATURE TO ADIAMETER OF 100 mm {4 IN.} OR GREATER.

7 IF SO DIRECTED BY THE ENGINEER, DITCHES ADJACENT TO EMBANIMENTS SHALL BE CONSTRUCTED PRIOR
TOSTARTING THE CONSTRUCTION OF THE EMBANKMENT FiLL.
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STANDARD SYMBOLS, ABBREVIATIONS, AND PATTERNS

AREAS OF REINFORCEMENT BARS

DECIMAL OF AN INCH AND OF AFOOT

TEMPORARY EROSICN CONTROL SYSTEMS

PAVEMENT JOINTS

24° (1.2 m) JOINTED PCC PAVEMENT

HMA SHOULDERS ADJACENT 70 RIGID PAVEMENT

STEEL PLATE BEAM GUARDRAL

PCCHMA STABILIZATION AT STEEL PLATE BEAM GUARDRAIL
SHOULDER WIDENING FOR TYPE 1, (SPECIAL) GUARDRAL TERMINALS
TRAFFIC BARRIER TERMINAL, TYPE 6A

REFLECTOR AND TERMINAL MARKER PLACEMENT

REFLECTOR MARKER AND MOUNTING DETALS

RIGHT -OF -WAY MARKERS

TRAFFIC CONTROL DEMCES

TYPICAL PAVEMENT MARKINGS

TYPICAL APPLICATIONS RAISED REFLECT IVE PAVEMENT MARKERS
TYPICAL APPLICATION OF TRAFFIC CONTROL; DEVICES FOR CONSTRUCTION ON RURAL LOCAL HIGHWAYS
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8 FACTORS USED FOR ESTIMAT ING PLAN QUANTITIES ARE AS FOLLOWS AND SHALL NOT BE USED

FOR THE BASIS OF FINAL QUANTITIES:

ALLHOT MIXASPHALT - 2.016 TONSICU.YD {112 LBS/SQ.YDLINCH OF THICKNESS)
AL AGGREGATE 2,05 TONSICUND,
BITUMINOUS MATERIALS:

ON PAVEMENT - .1 GAL/SQYD.

INTERMEDIATE LIFTS({FOG COAT) - 0.04 GAL/SQYD.

ON AGGREGATE SURFACE-G.32 GAL /3G YD,

AGGREGATE (PRIME COAT) - 0.002 TONS/SQYD.

RIPRAP - 1.5 TONSICUYD.

9 TREES SHALL BE PRESERVED THROUGHOUT THIS SECTION AS SHOWN ON THE PLANS AND ASDIRECTED BY THE
ENGINEER. GENERALLY, TREES OUT SIDE THE CLEAR ZONE, AND WHICH DO NCT INTERFERE WITH CONSTRUCTION,

SHALL NOT BE DISTURBED,

10 EARTHWORK COMPACT ION SHALL BE T THE SATISFACT ION OF THE ENGINEER.

11 AT ALL LOCATIONS WHERE THE PROPOSED HOT MIX ASPHALT GR CONCRETE PAVEMENT JOINS AN EXISTING HOT
MIX ASPHALT OR CONCRETE PAVEMENT, AFULL DEPTH SANED JOINT SHALL BE CONSTRUCTED. THE COST OF

THIS JOINT WiLL, BE INCLUBED IN THE COST OF THE TYPE OF PAVEMENT BEING CONSTRUCTED.

12 THE MINIMUM VERT ICAL CLEARANCE FOR PERMANENT SIGNS PLACED ON BACKSLOPES SHALLBEOS14 m (3FT )

MEASURED FROM APOINT DIRECTLY BENEAT H THE FAR EDGE OF THE SIGN.

13 THE LIMIT S OF ROCK AND EARTH SLOPES SHOWN i THE CROSS SECTIONS ARE APPROXIMATE, THE ACTUAL
SLOPE USED SHALL BE DETERMINED BY THE MATERIAL CLASSIFICATION AS DEFINED IN ARTICLE 202,04, AND AS

DIRECTED BY THE ENGINEER.

44 PRIOR TO PLAGEMENT OF THE FINAL PAVEMENT MARKINGS THE RESIDENT ENGINEER SHOULD CONTACT THE
BUREAL GF OPERATIONS AND ARRANGE FOR INSPECTICN AND APPROVAL OF THE PAVEMENT MARKING { AYOUT.

15 ALL TEMPORARYEROSION CONTROL MEASURES SHALL BE LEFT iN PLACE UNTIL REMOVAL ISREQUREC TO

CONSTRUCT FINAL GRADE LINES.
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